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Calcium SIlicate board for thermal insulation and building renovation. 
Extremely robust, it prevents the formation of condensation and mold. 

 

 
 

 Technical properties 
 

 Maximum service temperature [°C]  1000 

 

 Bulk density, dry [kg/m3]  225 

 

 Cold crushing strength [MPa] DS/EN ISO 8895_2006 2.6 

 

 Modulus of rupture [MPa] EN 993-6:1995 1.4 

 

 Total porosity [%] EN 1094-4:1995 91 

 

 Permeability to gases [m2] EN 993-4:1995 0.08x10-13 

 

 Specific heat [kJ/kgK]  0.84 

 

 Coefficient of reversible thermal expansion at 20 to 750°C [K-1]  5.5x10-6 

 

 Tensile strength [kPa] EN 1607 610 

 

 Dimension stability under specified temperature and humidity conditions 
(23°C–90%RH–48h) [%] 

EN 1604 0.0 

 

 Non-combustibility tests EN 13501-1:2007+A1:2009 Class A1 

 

 Colour  Grey 

 

 

 Chemical analysis 

 SiO2 [%] 47 CaO [%] 42 

 

 Fe2O3 [%] 0.1 Na2O [%] 0.1 

 

 Al2O3 [%] 0.2 K2O [%] 0.1 

 

 MgO [%] 0.4 Loss on ignition at 1025°C [%] 9 

 

 Data are current averages and cannot be used as limits for specifications. 

 


